
FK- Êðàíû øàðîâûå

FK ball valves acc. to DIN3357

ñ ôëàíöåâûì ïðèñîåäèíåíèåì íà Ðó 16 äî Ðó 40, êîðïóñ â äâóõñåêöèîííîì èñïîëíåíèè, ïîëíîïðîõîäíûé, 
ïîæàðîçàùèòíîãî äèçàéíà, ñ îòâîäîì ñòàòè÷åñêîãî ýëåêòðè÷åñòâà.
Âàë çàòâîðà íå âûäâèæíîé, ôëàíåö ïîä ïðèâîä ïî DIN ISO 5211, óïðàâëåíèå ðó÷íîå. Ñòàíäàðòíîå èñïîëíåíèå 
ñ ïåðåíàëàæèâàåìîé ñàëüíèêîâîé íàáèâêîé. Cîîòâåòñòâóåò òðåáîâàíèÿì íîðì ÒÀ-Luft.
Êîíñòðóêòèâíàÿ äëèíà ïî DIN EN 558-1, Reihe 27 èëè 28, ôëàíöåâûå ïðèñîåäèíåíèÿ ïî DIN 2501, 
óïëîòíèòåëüíûå ïîâåðõíîñòè ôëàíöåâ ïî DIN 2526 Form C.

with flange connection PN 16 to PN 40, body in two-piece design, full bore, fire-safe-design,
with anti-static conductance, stem blow-off proof, with mounting flange for actuators acc. to DIN ISO 5211,
with manual operation.
Standard design with adjustable stuffing box packing, TA-Luft tested.
Face-to-face dimensions acc. to DIN EN 558-1, series 27 or 28, flange connection dimensions acc. to DIN 2501,
sealing surface acc. to DIN 2526 Form C.

Py
PN

Êîíñòðóêòèâíàÿ äëèíà
Face-to-face dimension

KH 1026

KH 1027

KH 1036

KH 1037

16/40

16/40

16/40

16/40

DIN EN 558-1, GR 27

êîðîòêèé / Short dimension

DIN EN 558-1, GR 28

äëèííûé / Long dimension

DIN EN 558-1, GR 27

êîðîòêèé / Short dimension

DIN EN 558-1, GR 28

äëèííûé / Long dimension

ëèòü¸ ñòàëè ñïåöèàëüí.
Stainless steel casting
G-X5CrNiMo19-11-2
ëèòü¸ ñòàëè ñïåöèàëüí.
Stainless steel casting 
G-X5CrNiMo19-11-2
òåïëîñò. ñòàëü. ëèòü¸
Steel casting
GP240GH  (GS-C25)

òåïëîñò. ñòàëü. ëèòü¸
Steel casting
GP240GH  (GS-C25)

1.4408

1.4408

1.0619

1.0619
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Ìàòåðèàë ¹
Material-no.

Ìàòåðèàë êîðïóñà
Material

Çàê.-¹ 
Order-no.



Ñòàíäàðòíîå èñïîëíåíèå ñ ïåðåíàëàæèâàåìîé ñàëüíèêîâîé íàáèâêîé
Standard design with adjustable stuffing box packing

Äí   15 - 100: òèï B / DN   15 - 100: Type B
Äí 125 - 200: òèï A / DN 125 - 200: Type A

Èñïîëíåíèå íå òðåáóþùåå
îáñëóæèâàíèÿ, ñ ïðóæèííîé îïîðîé
âåðõíèõ ìàíæåò.
Design maintenance-free
with springloaded stem sealing

Èñïîëíåíèå òèï Ñ - íå òðåáóþùåå 
ïðîôèëàêòè÷åñêîãî îáñëóæèâàíèÿ, 
ñ DIN-DVGW-ðàçðåøåíèåì
Type D - maintenance-free
with DVGW-registration

DIN EN 558-1, GR 27

DIN EN 558-1, GR 28

Äí   15 - 100: òèï B - C / DN   15 - 100: Typ B - C
Äí 125 - 200: òèï A - C / DN 125 - 200: Typ A - C

Êðàíû øàðîâûå
Ball valves
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Èñïîëíåíèå ñ äâîéíûì 
çàêðåïëåíèåì çàòâîðà
Design double bearing

Äí 150 - 300 / DN 150 - 300

Ñåðòèôèêàòû
Possible certificates

Êðàíû øàðîâûå
Ball valves
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Ïðèñîåäèíèòåëüíûå ðàçìåðû ïîä ïðèâîä â ñîîòâåòñòâèè ñ DIN ISO 5211,
Part-turn valve actuator attachement (acc. to DIN ISO 5211)

Èñïîëíåíèå òèï A è Â
ñ ïåðåíàëàæèâàåìîé ñàëüíèêîâîé íàáèâêîé
Type A or type B - design with adjustable stuffing box packing 

Èñïîëíåíèå òèï A - Ñ, B - C è òèï Ä
Design type A - C or B - C and type D

Äí 200 - Äí 300 / DN 200 - DN 300:

Èñïîëíåíèå ñ 1-îé ïðèçìàòè÷åñêîé øïîíêîé
Design with 1 fitting key acc. to DIN 6885

Èñïîëíåíèå ñ 2-ìÿ ïðèçìàòè÷åñêèìè øïîíêàìè
Design with 2 fitting keys acc. to DIN 6885

Íà ýñêèçå ïîêàçàíà àðìàòóðà ïðè ïîëîæåíèè «îòêð.»
Images shows the valve in open position

Äí / DN
DIN ISO 5211
d1
d2
n x M
d4
b
M1
h
h1
h2
h3
h4
h5

15
F 05
65
50

4 x M6
35
10

M14x1,5
2

30
19-17
11-13

16
8

20 - 25
F 05
65
50

4 x M6
35
10

M14x1,5
2

32
19-17
13-15

18
8

32 - 65
F 07
90
70

4 x M8
55
14

M18x1,5
3

44
24-22
20-22

19
9

80 - 125
F 10
125
102

4 x M10
70
19

M24x2
3

59
33-31
26-28

34
16,5

150
F 14
175
140

4 x M16
100
32

M39x3
3

88
68-66
20-22

55
32

Äí / DN
PN
DIN ISO 5211
d1
d2
n x M
d4
M1
h
h1
h2
h3
H
b

200
10 - 16

F 14
175
140

4 x M16
100
40
3

17
39
62

363
2 x 12

200
25 - 40

F 14
175
140

4 x M16
100
45
4

21
65
71

400
14

250
10 - 40

F 14
175
140

4 x M16
100
45
4

18
63

100
450

2 x 14

300
10 - 25

F 16
219
165

4 x M20
130
60
5

20
65

120
530
18

Êðàíû øàðîâûå
Ball valves
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Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Structural dimensions and weights
Êîíñòðóêò. äëèíà

Structural dim.
L1 L2 L0 D k nxd g b d1 d2 h1 h2 h3 h4 h5 L B D7 L1 L2

ñ ðû÷àãîì / With hand lever
  15
  20
  25
  32
  40
  50

16
40
16
40
16
40
16
40
16

115
120
125
130
140
150
170
170
180
180
190
190
325
325
350

130
150
160
180
200
230
290
290
310
310
350
350
400
400
450

  44
  44
  48
  56
  51
  61
  69
  69
  73
  73
  95
  95
163
163
175

  95
105
115
140
150
165
185
185
200
200
220
235
250
270
285

  65
  75
  85
100
110
125
145
145
160
160
180
190
210
220
240

4x14
4x14
4x14
4x18
4x18
4x18
4x18
8x18
8x18
8x18
8x18
8x22
8x18
8x26
8x22

  45
  58
  68
  78
  88
102
122
122
138
138
158
162
188
188
212

16
18
18
18
18
20
22
22
24
24
20
24
22
26
22

  15
  20
  25
  32
  38
  50
  65
  65
  78
  78
100
100
125
125
150

14
14
14
18
18
18
18
18
25
25
25
25
25
25
40

  48
  53
  58
  79
  82
  90
  99
  99
127
127
147
147
167
167
212

  78
  88
  90
123
126
134
144
144
183
183
205
205
228
228
300

  91
101
101
143
141
149
159
159
205
205
195
195
221
221
310

180
180
180
280
280
280
280
280
400
400
480
480
720
720
720

  3,6
  4,7
  5,3
  9,6
  9,4
12
17,1
17,1
26
26
37
38
51
56
93

  3,8
  5,2
  5,6
10,2
10
13
19,7
19,7
29
29
40
41
55
60
102

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

ñî øíåêîâûì ðåäóêòîðîì / With worm gear

150 40
16
25
40
16
25
40
16
25

350
400
400
400
450
450
450
500
500

450
550
550
550
650
650
650
750
750

175
200
200
200
225
225
225
250
250

300
340
360
375
405
425
450
460
485

250
295
310
320
355
370
385
410
430

  8x26
12x22
12x26
12x30
12x26
12x30
12x33
12x26
16x30

218
268
278
285
320
335
345
378
395

28
24
30
34
26
32
38
28
34

150
200
200
200
250
250
250
300
300

40
45
50
50
50
50
50
65
65

447
522
522
522
561
561
561
638
638

494
579
579
579
618
618
618
700
700

360
450
430
430
500
500
500
610
610

250
300
300
300
300
300
300
400
400

113
165
175
183
280
294
302
443
460

122
180
190
198
330
344
362
518
535

-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-

-
-
-
-
-
-
-
-
-

  1
  2
  
  
  4
  5
  6
  7
  8
  9
10
11
12
13
14
15
16
17
18
19
20

22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43

Designation

Body
Flange part

Stem
Body sealing
Seat
Stem sealing
Stuffing box packing
Anti-static ring
Guiding bush
Sliding ring
Stuffing box nut
Locking plate
Stem nut
Stud bolt
Hexagon nut
Hand lever
Stop screw
Hand lever nut
Sealing

Pressure ring
Press flange
Fillister head screw
O-ring
O-ring bushing
Hexagon screw with nut
Distance tube
Disc
Bush
Bolt
Sealing
Cover
Hexagon screw
Locking key
O-ring bushing
Retaining ring
O-ring
Spring
Coupling
Console
Screw
Worm gear

KH 1026 / KH 1027 KH 1036 / KH 1037

GX5CrNiMo19-11-2
GX5CrNiMo19-11-2
GX5CrNiMo19-11-2
X6CrNiMoTi17-12-2
X2CrNiMoN22-5-3

X2CrNiMoN22-5-3
X6CrNiMoTi17-12-2
A4
A4-70
A4-70
Ñòàëü ñïåö. / Stainless steel
A4
A4

X9CrNi18-8
X7CrNiAl17-7
X6CrNiMoTi17-12-2
X6CrNiMoTi17-12-2
A4-70
Viton
X6CrNiMoTi17-12-2
A4
X6CrNiMoTi17-12-2
PTFE
IGLIDUR X
X6CrNiMoTi17-12-2
PTFE
X6CrNiMoTi17-12-2
A4-70
X6CrNiMoTi17-12-2
X6CrNiMoTi17-12-2
X6CrNiMoTi17-12-2
Viton
X9CrNi18-8
X20Cr13
Ñò. îöèíêîâàííàÿ / St. galvanized
5.6
div.

3

21

1.4408
1.4408
1.4408
1.4571
1.4462

1.4462
1.4571
     -
     -
     -

     -
     -

1.4310
1.4568
1.4571
1.4571
     -
     -
1.4571
     -
1.4571
     -
     -
1.4571
     -
1.4571
     -
1.4571
1.4571
1.4571
     -
1.4310
1.4021

GP240GH (GS-C25)
GP240GH (GS-C25)
GX5CrNiMo19-11-2
X6CrNiMoTi17-12-2
X2CrNiMoN22-5-3

X20Cr13
X6CrNiMoTi17-12-2
A4
5-6
5-2
GS / St
St
A4

X6CrNiMoTi17-12-2
St
A2-70
Viton
X6CrNiMoTi17-12-2
St
St
PTFE
IGLIDUR X
X20Cr13
PTFE
S235JRG2 (RSt37-2)
5.6
St
X6CrNiMoTi17-12-2
Ñòàëü íèêåëèðîâ. / St.-nickel-plated
Viton
X9CrNi18-8
X20Cr13
Ñò. îöèíêîâàííàÿ / St. galvanized
5.6
div.

51CrV4

1.0619
1.0619
1.4408
1.4571
1.4462

1.4021
1.4571
     -
     -
     -

     -

1.4571

     -
     -
1.4571

     -
     -
1.4021
     -
1.0038
     -

1.4571

     -
1.4310
1.4021

1.8159

PTFE (Fire-safe: ÷èñòûé ãðàôèò) / PTFE (Fire-safe: Pure graphite)
PTFE (TFM)

PTFE

PTFE/TFM ýë.ïðîâîäÿùèé / conductive (Fire-safe: ÷èñòûé ãðàôèò)
PTFE

PTFE/óãëåðîä

PTFE/PTFE ýë.ïðîâîäÿùèé / conductive

Ball

Cup spring

PTFE (Fire-safe: ÷èñòûé ãðàôèò) / PTFE (Fire-safe: Pure graphite)

40

65

80

100

125

150

200

250

300

Êðàíû øàðîâûå
Ball valves
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Âåñ,≈[êã]
Weight≈[kg]Py

PN
Äí
DN

Êîíñòðóêòèâíûå ðàçìåðû
Installation dimensions

Ïðèñîåä. ðàçìåðû ôëàíöåâ
Flange connection dimensions

Ìàòåðèàëû / Materials
Ïîç.
Item Ì. ¹ / M.-no.

Íàèìåíîâàíèå
Ìàòåðèàë / Material Ì. ¹ / M.-no.Ìàòåðèàë / Material

Êîðïóñ
Ïðèñîåäèíÿåìàÿ ñåêöèÿ

Âàë çàòâîðà
Óïëîòíåíèå êîðïóñà
Óïëîòíÿþùèå âêëàäûøè
Óïëîòíåíèå âàëà çàòâîðà
Ñàëüíèêîâàÿ íàáèâêà
Àíòèñòàòè÷åñêîå êîëüöî
Íàïðàâëÿþùàÿ âòóëêà
Êîëüöî ñêîëüæåíèÿ
Ãàéêà ñàëüíèêà
Çàùèòíûé êîæóõ
Ãàéêà âàëà çàòâîðà
Øïèëüêà
Ãàéêà
Ðû÷àã
Áîëò ñòîïîðíûé
Ãàéêà ðû÷àãà
Âåðõíèé ìàíæåò

Ïðèæèìíîå êîëüöî
Ñòÿãèâàþùèé ôëàíåö
Áîëò öèëèíäðè÷åñêèé
Óïëîòíèòåëüíûå êîëüöà
Âòóëêà êîëüöåâàÿ
Áîëò ñ ãàéêîé
Ïðîìåæóòî÷íàÿ âòóëêà
Øàéáà
Âòóëêà
Ïàëåö
Óïëîòíåíèå
Êðûøêà
Áîëò
Øïîíêà
Âòóëêà êîëüöåâàÿ
Çàæèì
Óïëîòíèòåëüíîå êîëüöî
Ïðèæèìíàÿ ïðóæèíà
Ñöåïëåíèå
Êðîíøòåéí
Áîëò 
Ðåäóêòîð øíåêîâûé

Øàð (çàòâîð)

Ïðóæèíà òàðåëü÷àòàÿ
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Ðàá. òåìïåðàòóðà [°C]
Working temperature [°C]

Äðóãèå ïàðàìåòðû ïðè âûáîðå äðóãèõ ìàòåðèàëîâ 
óïëîòíèòåëüíèé âîçìîæíû.

Other pressure-temperature scopes are possible if other sealing 
materials are choose.

Ïðè òåìïåðàòóðàõ íèæå 10°C íåîáõîäèìî 
ó÷èòûâàòü AD- Merkblatt W 10
At temperatures less -10°C please consider AD-Merkblatt W10.

Ïåðåïàä äàâëåíèÿ [bar] / Differential pressure [bar]

 
  15
  20
  25
  32
  40
  50
  65
  80
100
125
150
200
250
300

bis 10
10…13
12…16
15…20
30…38
35…43
50…65
60…78
70…91

100…130
170…220
350…450

  800…1000
1300…1700
1800…2400

16
11…15
13…17
16…21
32…41
37…48
53…68
63…82
74…96

105…137
190…250
450…590

  800…1000
1400…1800
2000…2600

25
11…15
13…17
16…21
33…43
39…50
55…72
66…86

  77…100
110…143
220…285
550…720

  900…1200
1600…2300
2200…2800

40
12…16
14…18
17…22
35…45
40…52
58…75
69…90

  81…105
115…150
255…330
630…820

1100…1450
1800…2300
2600…3400

    44
    62
    62
  115
  115
  115
  115
  450
  450
  450
1300
1650
2630
6200

Íà÷àëüíûå êðóòÿùèå ìîìåíòû [Nm]

Îðèåíòèðîâî÷íûå çíà÷åíèÿ äëÿ 
ñìàçûâàþùèõ æèòêîñòåé (âîäà, ìàñëî 
ïðè 20°C)

Starting torques [Nm]
Standard values for lubricated media
(i.e. water, oils at 20°C)

The starting torque is considerably influenced by the number of switching Íà÷àëüíûå ìîìåíòû çàâèñÿò îñîáåííî îò ÷àñòîòû öèêëà 
(âêë. - âûêë.) actuations.
Íèæíèå çíà÷åíèÿ ñîîòâåòñòâóþò ÷àñòûì ïåðåêëþ÷åíèÿì. The smaller value of the table corresponds to frequent switching.
Âåðõíèå- ðåäêèì. The greater value corresponds to a longer stoppage.

ATTENTION!Âíèìàíèå!
If non-lubrication media (i.e. benzine, gases) or adhesive media are used an Ïðè íåñìàçûâàþùèõ ñðåäàõ (áåíçèí, ãàç) èëè âÿçêèõ 
increasing of the values has to be considered.ñðåäàõ íåîáõîäèìî ó÷èòûâàòü óâåëè÷åíèå êðóòÿùèõ 

ìîìåíòîâ.

Test pressuresÏðîáíûå äàâëåíèÿ
Body: 1,5 x PN water; 6 bar airÊîðïóñ: 1,5 õ Ðó äëÿ âîäû (20°C), 6 bar  äëÿ âîçäóõà
Seat: 1,0 x PN water; 6 bar airÑåäëî:  1,0 õ Ðó äëÿ âîäû (20°C), 6 bar  äëÿ âîçäóõà

The k -values from ball valves with full bore expect the equivalence pipe Ïîòåðè äàâëåíèÿ êðàíîâ øàðîâûõ ñðàâíèìè ñ ïîòåðÿìè VS

length with the same diameter.äàâëåíèÿ òðóáîïðîâîäà ñîîòâåòñòâóþùåé äëèíû ïðè 
ðàâíîì âíóòðåííåì ñå÷åíèè.

Special designs:
• Structural test acc. to VD-TÜV instruction leaflet 1065Ñïåöèàëüíûå èñïîëíåíèÿ:
• DIN-DVGW inspection DIN 3437• Äåòàëüíàÿ ïðîâåðêà ïî VD-TÜV Merkblatt 1065
• Fire-safe acc. BS 6755• DIN-DVGW ðàçðåøåíèå (ïèòüåâàÿ âîäà)
• With heating jacket (only face-to-face dimensions DIN EN 558-1, series 28)• Ïîæàðîñòîéêîå èñïîëíåíèå ïî BS 6755
• With stem extension• C îáîãðåâàåìîé ðóáàøêîé (òîëüêî ñ êîíñòðóêò. äëèíîé F17)
• With electric, pneumatic or hydraulic actuator• C óäëèí¸ííûì âàëîì çàòâîðà
• With other flange processing• Ñ ýëåêòðî-, ïíåâìî- èëè ãèäðàâëè÷åñêèì ïðèâîäîì
• With pressure relief hole• Ñ ôëàíöaìè ïî äðóãèì íîðìàì

• Ñ ðàçãðóçî÷íûì îòâåðñòèåì

02/04

The construction, the measurements and the weights of the described valves represent the current technical standards. We reserve the right to change the technical details and to use 
materials of equivalent and higher quality. We accept no warranty for any printing or translation errors that might be found in this catalogue.

Êðàíû øàðîâûå
Ball valves

¹ 1025/1035

Äí

Äí / DN ìàõ.Ìêð./Mt.zul.

Äí

Äí

Äí

Äí

Óêàçàííàÿ àðìàòóðà ñîîòâåòñòâóåò ïî êîíñòðóêöèè, ãàáàðèòàì, âåñó è ïðèìåí¸ííûì ìàòåðèàëàì ñîâðåìåííîìó ñîñòîÿíèþ òåõíèêè è 
â äàëüíåéøåì ìîæåò áûòü èçìåíåíà. Çà âîçìîæíûå îïå÷àòêè èëè îøèáêè ïåðåâîäà ìû îòâåòñòâåííîñòè íå íåñ¸ì.


