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Àðìàòóðà èç ñòàëè ñïåöèàëüíîé
Êîðïóñ ëèòîé ñ ìóôòîâûì ïðèñîåäèíåíèåì ïî DIN ISO 7/1 èëè ïî DIN ISO 228/1

Stainless steel valves
Body made of stainless steel casting with threaded connection acc. to DIN ISO 7/1 or DIN ISO 228/1

Çàêàç-¹
Order-no.

Íàèìåíîâàíèå Designation
Ïðèñîåäèíåíèå

Connection

AV 1241

AS 1243

KH 1245

KH 1246

KH 1247

SF 336

SF 337

SG 424

SG 425

RV 561

Âåíòèëè çàïîðíûå ñ
ïðÿìîðàñïîëîæåííûì øïèíäåëåì

Çàäâèæêè çàïîðíûå Gate valves

Ball valves

Y-type strainers

Flow through sight glasses 

Y-type check valves

ISO 7/1 Rp 1/2 - Rp 2

ISO 7/1 Rp 1/2 - Rp 2

ISO 7/1 Rp 1/2 - Rp 4

ISO 7/1 Rp 1/4 - Rp 2

DIN ISO 228/1 G 3/8 - G 2

DIN ISO 228/1 G 3/8 - G 2

ISO 7/1 Rp 1/4 - Rp 2

3-way ball valves with L-bore

3-way ball valves with T-bore

Êðàíû øàðîâûå

Êðàíû øàðîâûå òð¸õõîäîâûå 
ñ L- ðàñòî÷êîé
Êðàíû øàðîâûå òð¸õõîäîâûå 
ñ Ò- ðàñòî÷êîé

Ãðÿçåóëîâèòåëè â íàêëîííîì 
èñïîëíåíèè

Ñò¸êëà ñìîòðîâûå ïðîòî÷íûå

Âåíòèëè îáðàòíûå ñ 
íàêëîííîðàñïîëîæåííûì øïèíäåëåì

Straight-through type 
globe valves



ød

L

ØD

H

Êîðïóñ, 

Body, upper part

Øïèíäåëü, çàòâîð

Stem, cone

Ãàéêà ñàëüíèêà

Stuffing box nut

Suffing box packing, body sealing

Ìàõîâèê

Handwheel

Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Dimensions and weights

ASTM A351-CF8M (1.4408)

AISI 316 (1.4401)

AISI 304 (1.4301)

PTFE

SS 400 (St)

Ìàòåðèàëû / Materials

Âåíòèëè çàïîðíûå ñ ïðÿìîðàñïîëîæåííûì øïèíäåëåì, AV 1241
Straight-through type globe valves, AV 1241

Rp 1/2

Rp 3/4

Rp 1

Rp 1 1/4

Rp 1 1/2

Rp 2

66

68,5

78,3

86

98

110,5

90

90

93

118

117

142

70

70

77

104

104

121

12

15

20

25

33

40

0,5

0,5

0,7

1,1

1,4

2,1

L H D d

L

ø
d

H

ØD1

Êîðïóñ, êëèí, ãàéêà íàêèäíàÿ

Body, upper part, wedge, gland nut

Øïèíäåëü, êîëüöî ñàëüíèêà

Stem, stuffing box ring

Suffing box packing, body sealing

Ìàõîâèê

Handwheel

Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Dimensions and weights

ASTM A351-CF8M (1.4408)

AISI 316 (1.4401)

PTFE

SS 400 (St)

Ìàòåðèàëû / Materials

Rp 1/2

Rp 3/4

Rp 1

Rp 1 1/4

Rp 1 1/2

Rp 2

57

60,5

67

76

87

95

98

104

115

127

172

189

70

70

77

77

104

121

16,1

20,3

26

31,8

40

50,3

0,6

0,7

0,8

1,2

2,0

2,9

L H D1 d

Çàäâèæêè çàïîðíûå, AS 1243
Gate valves, AS 1243

Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Dimensions and weights

3/8 - 1/2

3/4 - 1

1 1/4 - 1 1/2

2

32

46

60

75

110

130

170

190

114

140

180

200

10

10

12

15

2,2

3,7

7,1

10,1

G SW L B s

B

s

ØA

L

SW

Ñò¸êëà ñìîòðîâûå ïðîòî÷íûå, SG 424, SG 425
Flow through sight glasses, SG 424, SG 425

A

45

63

80

100

Êîðïóñ, ôëàíåö 
ïðèæèìíîé
Body, flange

GX5CrNiMo19-11-2           (1.4408)

Ìàòåðèàëû / Materials

ñòåêëî ïðåññîâàííîå ïî DIN 8902 (äî 150°C)
còåêëî áîðîñèëèêàòíîå ïî DIN 7080 (äî 280°C)
Pressed hard glass acc. to DIN 8902 (up to max. 150°C)
Borosilicate glass acc. to DIN 7080 (up to max. 280°C)

Cìîòðèòå òàêæå ëèñò ¹ 420 / See also catalogue sheet 420

Ñòåêëî
Sight glasses

Äí/DN Weight [kg]
Âåñ [êã]

Ä
í
/D

N

Óïëîòíåíèå êîðïóñà è ñàëüíèêîâàÿ íàáèâêà

Äí/DN
Weight [kg]

Âåñ [êã]

Weight [kg]
Âåñ [êã]

Óïëîòíåíèå êîðïóñà è ñàëüíèêîâàÿ íàáèâêàÄ
í
/D

N
Ä

í
/D

N

Àðìàòóðà ìóôòîâàÿ 
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Êîðïóñ, øàð (çàòâîð)

Body, ball

Âàë çàòâîðà

Stem

Âêëàäûøè, óïëîòíåíèå âàëà è êîðïóñà

Seat, stem sealing, body sealing

Ðóêîÿòêà

Hand lever

ASTM A351-CF8M (GX5CrNiMo19-11-2     1.4408)

ASTM A276-316 (X4CrNiMo17-12-2     1.4401)

PTFE

AISI 304 (X4CrNi18-10     1.4301) / PVC

Ìàòåðèàë, ÊÍ 1245  ÊÍ 1247 / Materials, KH 1245 - KH 1247

Rp 1/4

Rp 3/8

Rp 1/2

Rp 3/4

Rp 1

Rp 1 1/4

Rp 1 1/2

Rp 2

Rp 2 1/2

Rp 3

60

60

65

78

90

100

120

138

166

195

50

50

50

60

70

80

90

90

145

145

100

100

100

125

160

160

190

190

250

250

11,6

12,7

15

20

25

32

38

50

65

80

0,3

0,3

0,3

0,6

0,9

1,3

2

3,2

6

10,1

Äí/DN L H W d

W

ø
d

L

H

Êîíñòðóêòèâíûå ðàçìåðû è âåñ (KH 1245)
Dimensions and weights (Ball valves, KH 1245)

Êîíñòðóêòèâíûå ðàçìåðû è âåñ 
(3õ-õîäîâûå êðàíû KH 1246 è ÊÍ 1247)
Dimensions and weights 
(3-way ball valves, KH 1246 and KH 1247)

Rp 1/4

Rp 3/8

Rp 1/2

Rp 3/4

Rp 1

Rp 1 1/4

Rp 1 1/2

Rp 2

69

69

75

86

101

115

125

149

58

58

61

74

81

88

104

110

106

106

138

138

162

162

220

220

M5

M5

M5

M6

M6

M6

M8

M8

0,9

0,8

0,8

1,2

2,9

2,9

4,0

6,8

11

11

12,7

16

20

25

32

38,1

L H W d N

42

42

42

50

50

50

70

70

M

1 2 3 4

KH 1246

L
Ðàñòî÷êà

Bore

KH 1247

T
Ðàñòî÷êà

Bore

1 2

3

2

3

1 2

3

1 2

3

1

3

21 1 2

3 3

21 1 2

3

W

H

L

ø
d

N

ØM

Êðàíû øàðîâûå ÊÍ 1245, ÊÍ 1246, ÊÍ1247 / Ball valves KH1245, KH 1246, KH 1247

Ä
í
/D

N

Weight [kg]
Âåñ [êã]

Äí/DN Weight [kg]
Âåñ [êã]

Ä
í
/D

N
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GX5CrNiMo19-11-2 (1.4408)

X4CrNiMo17-12-2 (1.4401)

X6CrNiMoTi17-12-2 (1.4571)

Friedrich Krombach GmbH & Co. KG � Armaturenwerke � D-57202 Kreuztal � Postfach 1130
Telefon (0 27 32) 520-00 � Telefax (0 27 32) 520 100 � http//www.krombach.com � e Mail: info@krombach.com

02/04

The construction, the measurements and the weights of the described valves represent the current technical standards. We reserve the right to change the technical details and to use 
materials of equivalent and higher quality. We cannot be held responsible for any printing or translation errors that might be found in this catalogue.

45
°

e

øs
ød

W

H

L

G 3/8-G 1/2

G 3/4

G 1

G 1 1/4

G 1 1/2

G2

65

75

90

110

120

150

48

58

70

80

85

105

28,5

34

41

51

61

74

27

32

41

50

55

70

0,4

0,5

0,8

1,2

1,4

2,5

17

22

27

32

38,5

47,5

12

14

16

18

20

22

Ãðÿçåóëîâèòåëè â íàêëîííîì èñïîëíåíèè, SF 336 / SF 337
Y-type strainers, SF 336 / SF 337

Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Dimensions and weights

L H e s d t SW

17

22

27

32

38,5

48,5

Âåíòèëè îáðàòíûå ñ íàêëîííîðàñïîëîæåííûì øïèíäåëåì, RV 561
Y-type check valves, RV 561

Êîíñòðóêòèâíûå ðàçìåðû è âåñ / Dimensions and weights

Rp 1/4

Rp 3/8

Rp 1/2

Rp 3/4

Rp 1

Rp 1 1/4

Rp 1 1/2

Rp 2

65

65

65

80

90

105

120

140

46

46

46

58

69

75

85

98

19

19

19

23

27

32

41

50

0,4

0,4

0,4

0,5

0,8

1,2

1,4

2,5

L H W

Êîðïóñ, êðûøêà

Body, plug

Çàòâîð, ïðóæèíà

Cone, spring

Óïëîòíåíèÿ êîðïóñà è çàòâîðà

Body sealing, cone sealing

ASTM A351-CF8M (1.4408)

AISI 316 (1.4401)

PTFE

Ìàòåðèàëû / Materials

Ñ ïðóæèííûì íàãðóæåíèåì. Âîçìîæåí ìîíòàæ êàê â ãîðèçîíòàëüíûé, òàê è â âåðòèêàëüíûé òðóáîïðîâîä.
Spring loaded, suitable for horizontal and vertical installation position

H

t

L

SW

Êîðïóñ

Body

Âíóòðåííÿÿ ñåòêà*

Inside screen*

Ïðîáêà

Plug

Ìàòåðèàëû / Materials

* Ðàçìåð ÿ÷åéêè ñåòêè 0,5 ìì (ïî æåëàíèþ ñåòêà ìåëêîÿ÷åèñòàÿ, 
   0,25 èëè 0,1 ìì)
* Mesh size 0,5 mm (on request with fine screen 0,25 or 0,10 mm)
   see also catalogue sheet 330

Äí/DN
Weight [kg]

Âåñ [êã]

Ä
í
/D

N

Äí/DN
Weight [kg]

Âåñ [êã]

Ä
í
/D

N

Óêàçàííàÿ àðìàòóðà ñîîòâåòñòâóåò ïî êîíñòðóêöèè, ãàáàðèòàì, âåñó è ïðèìåí¸ííûì ìàòåðèàëàì ñîâðåìåííîìó ñîñòîÿíèþ òåõíèêè è 
â äàëüíåéøåì ìîæåò áûòü èçìåíåíà. Çà âîçìîæíûå îïå÷àòêè èëè îøèáêè ïåðåâîäà ìû îòâåòñòâåííîñòè íå íåñ¸ì.
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